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| CONTROLS

PROPOSED EROSION |

100—FOOT WETLAND BUFFER

K INF-4

APPROXIMATE WORK AREA FOR SPOT EXCAVATIONS
WITHIN 100—FOOT WETLAND BUFFER

IF EXCAVATED SOIL IS STOCKPILED ON-SITE,
EROSION CONTROLS WILL BE INSTALLED AROUND
STOCKPILES.
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CROSSWALK

LEGEND — SITE PLAN
X X X X PROPOSED TEMPORARY FENCE LINE
, TARGETED EXCAVATION AREA AND DEPTH FOR
(117) SOILS CONTAINING PCB CONCENTRATIONS GREATER

THAN 100 MG/KG

MAJOR/MINOR CONTOUR

EXTENT OF 100—-FOOT WETLAND BUFFER ZONE

SITE PREPARATION NOTES:

1. CONTRACTOR SHALL NOTIFY DIG—=SAFE (1-888—-344-7233) AT LEAST 72 HOURS BEFORE EXCAVATING.

2. CONTRACTOR SHALL BE RESPONSIBLE FOR SITE SECURITY AND JOB SAFETY. CONSTRUCTION ACTIVITIES SHALL
BE IN ACCORDANCE WITH THE REQUIREMENTS OF THE OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION
(OSHA), AND STANDARDS SET FORTH BY THE CITY OF NEW BEDFORD.

5. CONTRACTOR SHALL COORDINATE WITH THE CITY TO SECURE SITE ACCESS AGREEMENTS FROM ABUTTING
PROPERTY OWNERS PRIOR TO INSTALLING TEMPORARY FENCING OR OTHERWISE ENTERING ABUTTING PROPERTIES.

PRIOR TO COMMENCING SITE WORK, THE CONTRACTOR SHALL COORDINATE WITH THE DEPARTMENT OF
ENVIRONMENTAL STEWARDSHIP TO NOTIFY APPROPRIATE AGENCIES AND SHALL INSTALL EROSION CONTROL
MEASURES AS SHOWN ON THE PLANS AND AS IDENTIFIED IN FEDERAL, STATE, AND LOCAL APPROVAL
DOCUMENTS PERTAINING TO THIS PROJECT.

5. UPON COMPLETION OF CONSTRUCTION, CONTRACTOR SHALL REMOVE AND DISPOSE OF EROSION CONTROL
MEASURES AND CLEAN SEDIMENT AND DEBRIS FROM ALL DRAINAGE SYSTEMS. EROSION CONTROLS SHALL
REMAIN IN PLACE UNTIL UPGRADIENT AREAS HAVE BEEN STABILIZED.

6. THE CONTRACTOR SHALL INSTALL A DECONTAMINATION AREA THAT WILL ACCOMMODATE HEAVY VEHICLES. ALL
DECONTAMINATION FLUIDS THAT MAY HAVE BEEN IN CONTACT WITH PCBs SHALL BE COLLECTED BY THE
CONTRACTOR AND DISPOSED AS TSCA REGULATED WASTE.

7. TRUCKS SHALL USE EXISTING CURB CUTS FOR PROPERTY ACCESS, OR STEEL PLATING SHALL BE UTILIZED IF
NECESSARY TO AVOID DAMAGE TO EXISTING CURBING.

8. IN PLACE OF THE CONSTRUCTION ENTRANCE/EXIT PAD ON HATHAWAY BOULEVARD, THE CONTRACTOR MAY
SUBMIT HIS OR HER OWN DESIGN MEETING THE SAME PERFORMANCE STANDARDS FOR VEHICLE TRACKING AND

CLEANING/DECONTAMINATION FOR ENGINEER APPROVAL.

9. TRAFFIC FLOW PATTERN TO BE APPROVED BY CITY OF NEW BEDFORD POLICE DEPARTMENT, AND INCORPORATED
INTO A CONTRACTOR’S HAUL ROUTES AND STAGING AREAS PLAN.

10. IF TSCA REGULATED SOILS ARE STORED ON PAVED SURFACES, THOSE SURFACES SHALL BE SAMPLED TO
CONFIRM THEY HAVE NOT BEEN CONTAMINATED PRIOR TO PROJECT COMPLETION.

11. PROPERTY CORNERS AND POINTS OF TANGENCY IDENTIFIED ON THIS PLAN SHALL BE LOCATED AND MARKED BY
A LICENSED PROFESSIONAL LAND SURVEYOR PRIOR TO THE START OF WORK.

12. EXISTING FENCE POSTS, ASPHALT, BRICK, CONCRETE, AND OTHER DEBRIS REMOVED FROM AREAS OF SOIL
KNOWN TO CONTAIN PCBs EQUAL TO OR GREATER THAN 50 MG/KG SHALL BE MANAGED AS TSCA—REGULATED
WASTE, UNLESS PROVEN OTHERWISE THROUGH ANALYTICAL SAMPLING PERFORMED BY THE CONTRACTOR.

13. EROSION AND SEDIMENT CONTROLS WILL SURROUND EXCAVATIONS WITHIN THE 100" BUFFER, AROUND THE
ADJACENT UPLAND EXCAVATIONS, AND ANY TEMPORARY STOCKPILES ON SITE. EXCAVATED MATERIAL WILL BE
STOCKPILED ON POLY SHEETS BEFORE BEING DISPOSED OF OFF—SITE.
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